—
~ Red Butte Oil Spill Overview...




June 11, 2010 ~ 9:50 pm pipeline located in Red Butte
Canyon ruptured.

June 12, 2010 SLVHD was notified at 7:15 am oil was flowing
In Red Butte Creek. The SLC Fire Dept was on scene and
had dispatched a crew upstream from there to find the

source of the oil. Atabout 7:30 am, the pipeline rupture

was discovered in Red Butte Garden.

The oll flowed down Red Butte Creek, through residential
area, into Liberty Park pond and the Jordan River.

800 barrels or 33,000 gallons of crude oil was released into
the soil and into Red Butte Creek.
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‘ What Happened?

Investigation by DOT revealed a high voltage arc from
a 135 kV power transmission line traveled underground
to a fence post which was resting on top of the pipeline
(36 inches below ground) and blew a dimesized hole

In the pipeline.

The line was releasing crude oll at the ~ rate of 253 50
gal/min for 10 hours before the leak was discovered.
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What were the effects?
Wildlife
. Dead fish Water impacts
. Oll covered birds . Surface Water
Residents . Ground Water
- Public health effects - Stormdrain System
- Air quality - lrrigation Water
. Some Relocated for over a . Water Diversions
month . Flows and flush
- Property damage Infrastructure impacts
Events . Possible issues with future
- Weddings cancelled Flood Control
. Concerts - Culverts

Historic damage . Stream bank destabilization









